
102 FITT INDUSTRIAL HOSES

内径和相应公䊵符合现行UNI EN ISO 1307标准。长度公䊵为±5%。
Inner diameters and corresponding tolerances according to the current standard UNI EN ISO 1307. The length tolerance is ± 5%.

法规符合性霹僈：1.符合REACh法规（EC）第1907/2006号 / 2.符合RoHS条例 / 3.符合AfPS GS 2019:01 IPA法规 - 第2类 / 4.无龇苯二甲酸盐（含量<0.1%）
Regulatory compliance legend: 1. REACh Regulation (EC) n. 1907/2006 / 2. RoHS Directive / 3. AfPS GS 2019:01 Regulation IPA - Category 2 / 4. Phtalate free(<0.1% weight/weight)
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FITT MULTIFLEX XTREME WIRE

适用于建筑和农业重型工况的管道， 极端温度下的理想选择。
FITT Multi!ex Xtreme金属丝配备了防静电铜接地线，是输送谷物和可能导致静电的固体材料的理想选择。结构：带有聚氨酯覆铜丝的PVC螺旋管， 具有抗静电性能。使用温度：-40°C / +45°C

•  低温下极具柔韧性。
•  抗压强度高。
•  良好的外部耐磨性。
•  防静电。

Heavy-duty hose for construction and 
agricultural applications, ideal for extreme 
temperatures.

Fitted with copper earthing wire,which guarantees 
antistatic properties, FITT Multi!ex Xtreme Wire 
is ideal for transporting grains and solid material 
that can cause the formation of electrostatic 
charges.
Structure: PVC spiral hose with antistatic 
properties thanks to the PU-coated copper 
"lament.
Temperature of use: -40°C / +45°C

•  Extremely !exible at low temperatures.
•  High crushing resistance.
•  Good external abrasion resistance.
•  Antistatic.

FITT MULTIFLEX XTREME WIRE

标记 | Marking: FITT MULTIFLEX XTREME WIRE Øxx - PHTHALATE FREE - MADE IN ITALY

英寸
Inches
[inc]

内径
Ø internal
[mm]

外径
Ø external
[mm]

厚度
Thickness
[mm]

工作压力
Working
pressure
[bar]

爆破压力
Bursting 
pressure
[bar]

真空度
Vacuum
[mH2O]

弯曲半径
Bending 
radius
[mm]

长度
Length
[m]

标称重量
Weight 
per meter
[g/m]

每托盘件数
Pieces 
per pallet
[pcs]

托盘尺寸
Pallet 
dimension
[cm]

2" 51 61,6 5,3 4 12 9 170 50 1104 3 120x120

3" 76 88 6 3 9 9 260 30 1721 3 120x120

4" 102 115,6 6,8 3 9 9 340 30 2645 3 160x160

时的爆破压力和工作压力23°C | Working and Bursting pressure at 23°C

无邻苯二甲酸盐4  含量<0.1% 

Phthalate free4  
formulation <0,1%

符合REACh1  标准 

REACh1  
compliant

符合RoHS2  标准
RoHS2  
compliant

无IPA3

PAH3  
free


