
83FITT INDUSTRIAL HOSES

内径和相应公䊵符合现行UNI EN ISO 1307标准。长度公䊵为±5%。
Inner diameters and corresponding tolerances according to the current standard UNI EN ISO 1307. The length tolerance is ± 5%.

法规符合性霹僈：1.符合REACh法规（EC）第1907/2006号 / 2.符合RoHS条例 / 3.符合AfPS GS 2019:01 IPA法规 - 第2类 / 4.无龇苯二甲酸盐（含量<0.1%）
Regulatory compliance legend: 1. REACh Regulation (EC) n. 1907/2006 / 2. RoHS Directive / 3. AfPS GS 2019:01 Regulation IPA - Category 2 / 4. Phtalate free(<0.1% weight/weight)
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FITT NTS MARINE

用于给船舶和房车供水的管道。
适用于清洁和装水。
FITT NTS Marine可长期暴露于含盐环境中，适合高强度使用，特别适用于船舶应用。结构：软管采用NTS技术，确保极佳的延展性，有效防止打结和扭曲，并配有耐切割和耐磨的SKY 
TECH薄膜。使用温度：-20°C / +60°C

•  高柔韧性。
•  极强的耐磨性。

Hose for water supply in boats and camper.

Suitable for cleaning and loading water.
Resistant to prolonged exposure in the 
environment saline, FITT NTS Marine is indicated 
for a use intensive and speci!c for nautical uses.
Structure: Hose with NTS technology that 
ensures extreme malleability, preventing the 
formation of knots and twists and with !lm SKY 
TECH, resistant to cuts and abrasions.
Temperature of use: -20°C / +60°C

•  High "exibility.
•  High abrasion resistance.

欧盟外观设计注册编号为4363919和4370542。
Registered community design N. 4363919 and 4370542.

FITT NTS MARINE

英寸
Inches
[inc]

长度
Length
[m]

爆破压力
Bursting pressure
[bar]

数量 / Quantity 
Box 40x40x50 cm 
[pcs]

数量 / Quantity 
Pallet 80x120 cm
[pcs]

5/8" 25 25 4 48

5/8" 50 25 2 24

3/4" 25 22 2 24

3/4" 50 22 - 16

时的爆破压力23°C | Bursting pressure at 23°C

FITT NTS MARINE KIT

在套件版本中，管道配有新的接头套装和软触感喷枪，握持感符合人体工程学，并包括¾英寸的水龙头接头。 In the kit version, the hose is equipped with the new set of 
!ttings and soft-touch gun for an ergonomic grip with ¾”  
tap adaptor.

英寸
Inches
[inc]

长度
Length
[m]

爆破压力
Bursting pressure
[bar]

数量 / Quantity 
Box 40x40x50 cm 
[pcs]

数量 / Quantity 
Pallet 80x120 cm
[pcs]

5/8" 25 25 3 36

指的是不含套装时管道的爆破压力。 | Bursting pressure referred to the hose without kit

独特的NTS网状技术消除了因打结或扭曲造成的流量限制。
The unique NTS mesh technology eliminates flow 
chocking due to knots or twists.

采用一层薄薄的技术聚合物的SKY TECH技术大大提高了软管的抗切割和耐磨能力。 

SKY TECH technology, a thin layer of technopolymer significantly 
increases the hose resistance to cuts and abrasions.

MOCA - 符合欧盟第10/2011号法规 (模拟物A-B-C)
FCM - Compliant with European Regulation 
10/2011 for Simulants A-B-C.

无邻苯二甲酸盐4  含量<0.1% 

Phthalate free4  
formulation <0,1%

符合REACh1  标准 

REACh1  
compliant

符合RoHS2  标准
RoHS2  
compliant

无IPA3

PAH3  
free


